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Abstract: HbA1c is the gold standard test for monitoring medium/long term glycemia conditions
in diabetes care, which is a critical factor in reducing the risk of chronic diabetes complications.
Current technologies for measuring HbA1c concentration are invasive and adequate assays are still
limited to laboratory-based methods that are not widely available worldwide. The development
of a non-invasive diagnostic tool for HbA1c concentration can lead to the decrease of the rate
of undiagnosed cases and facilitate early detection in diabetes care. We present a preliminary
validation diagnostic study of W-band spectroscopy for detection and monitoring of sustained
hyperglycemia, using the HbA1c concentration as reference. A group of 20 patients with type 1
diabetes mellitus and 10 healthy subjects were non-invasively assessed at three different visits
over a period of 7 months by a millimeter-wave spectrometer (transmission mode) operating
across the full W-band. The relationship between the W-band spectral profile and the HbA1c
concentration is studied using longitudinal and non-longitudinal functional data analysis methods.
A potential blind discrimination between patients with or without diabetes is obtained, and more
importantly, an excellent relation (R-squared= 0.97) between the non-invasive assessment and the
HbA1c measure is achieved. Such results support that W-band spectroscopy has great potential
for developing a non-invasive diagnostic tool for in-vivo HbA1c concentration monitoring in
humans.

© 2021 Optical Society of America under the terms of the OSA Open Access Publishing Agreement

1. Introduction

The management of diabetes mellitus (DM) is a global concern due to its severe impact on
health, its ever-increasing prevalence rate around the world, and other alarming socio-economic
consequences [1]. This metabolic disorder is characterized by abnormal levels of glucose in blood
caused by the inability of the human body to produce or use insulin adequately [2]. In this regard,
it has been widely recognized that medium/long-term exposure to high-glucose concentration
in blood (sustained hyperglycemia) leads to the irreversible formation of Advanced Glycation
End-products (AGEs) [3–7], which play a key role in the development of several chronic DM
complications. Consequently, a strict control of glycemia is critical in the management of DM to
reduce the risk of developing serious health complications.

Nowadays, in addition to the standard measurement of the instantaneous Blood Glucose Level
(BGL), medical proceedings for DM care use the HbA1c concentration (glycated hemoglobin)
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as a valuable and reliable indicator of mean glycemia value over the past 2-3 months [8,9]. In
fact, it is advisable to use the HbA1c criteria for diagnosis of DM [2,10], being considered as
generally equally appropriate as the Fasting Plasma Glucose (FPG) value and Oral Glucose
Tolerance Test (OGTT). In contrast to the FPG and OGTT diagnostics, the HbA1c test does not
require patient preparation because it provides a long-term indicator of mean glycemia, which is
robust against glucose peaks in blood associated to many physiological processes [11]. On the
other hand, although short-term glycemic variability or hypoglycemic events are increasingly
addressed using Continuous Glucose Monitoring (CGM) metrics [12], which also provides
the Glucose Management Indicator (GMI), the hemoglobin A1c is still considered as the gold
standard in medium/long-term glycemic control due to the widely demonstrated relationship
between hemoglobin A1c and diabetes-related microvascular complications.

Unfortunately, conventional methods for instantaneous BGL measurement and HbA1c test
use invasive technologies (blood samples required) based on consumables, resulting in painful
experiences, time-consuming procedures and heavy financial burdens. Besides this, currently
available point-of-care (POC) instruments for rapid and outpatient HbA1c diagnostic generally
offer poor performance compared with laboratory-based methods [13], resulting in a limited
global availability and accessibility of adequate assays, especially in low- and middle-income
countries. All these drawbacks explain the high rate of undiagnosed cases and the poor patients’
compliance to follow completely medical recommendations in DM care [14].

The clear need to improve current available technologies for DM management has attracted
tremendous attention in the last decades and the use of non-invasive technologies promises to be a
life-changing factor with huge benefits in DM care. This technology evolution resulted in several
trends aiming at the non-invasive BGL monitoring [15–18], but, as far as the authors are aware,
just few proposals, based on Raman spectroscopy, piezoelectric detection, and optical methods,
have been tested in-vitro [19–21] and in-vivo [22,23] to address the non-invasive assessment of
medium/long-term sustained glycemia, compatible with the HbA1c test. In any case, no single
technology has been successfully implemented in medical proceedings because the standards for
an ideal sensor have not yet been achieved, leaving this issue still open.

In particular, the millimeter-wave (mm-wave) spectroscopy (30 GHz - 300 GHz) has shown
great potential for the non-invasive sensing of BGL, with in-vivo blood glucose monitoring in
animal models reported using Ka-band frequencies (27 GHz - 40 GHz) [24,25], and the detection
of glucose spikes in humans during an intravenous glucose tolerance test using transmission
measurements at 60 GHz [26].

In this article, a novel non-invasive spectroscopic approach, based on W-band spectroscopy (75
GHz – 110 GHz), is proposed and tested within a first clinical study for non-invasive detection
and monitoring of sustained hyperglycemia, typically associated with DM. This non-invasive
approach has been already successfully tested on animal models [27–29], showing great capability
for in-vivo detection and monitoring of sustained glycemia. A pilot diagnostic validation study
was conducted on a group of thirty volunteers, involving type 1 diabetes mellitus (T1DM) patients
and healthy subjects, to assess the relationship between their HbA1c concentrations and the
non-invasive measure provided by the proposed spectroscopic technique.

2. Experimental setup: millimeter-wave spectroscopy system

The spectroscopic approach proposed for the non-invasive assessment of sustained hyperglycemia
is based on a mm-wave spectrometer spanning the whole W-band from 75 GHz to 111 GHz.
The W-band offers a good balance between penetration depth in tissue, interaction volume, and
signal-to-noise ratio [15,26,30]; and the non-invasive instrument can be made very compact
and mass-produced using semiconductor processes, which is very promising for commercial
development. The spectrometer uses a frequency multiplication chain to reach the W-band
frequencies from a Ku-band generator (12 GHz - 18 GHz). The mm-wave spectroscopy system
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used for the non-invasive assessment is thoroughly described in reference [23] and it is shortly
described below.

A synthetized signal generator APSIN20G (AnaPico, Zurich, Switzerland) is used to generate a
frequency sweep from 12.5 GHz to 18.5 in steps of 0.125 GHz (49 frequencies equally distributed).
The input frequency from the signal generator is multiplied by a factor of ×6 by an AFM6
Active Frequency Multiplier (Radiometer Physics GmbH, Meckenheim, Germany), resulting in
a frequency sweep from 75 GHz to 111 GHz in steps of 0.75 GHz. The output of the AFM6
frequency multiplier is fed into a dual directional coupler with three output ports corresponding
to the reference channel, the reflection channel, and a thru branch. The reference and reflection
ports are directly connected to two HMR6 subharmonic mixer receivers (Radiometer Physics
GmbH, Meckenheim, Germany), and the signal of the thru branch is directed towards a skin fold
of the study subjects by using a waveguide probe. Then, the signal that traveled through the skin
fold (transmission) is amplified by a W-band low noise amplifier (Radiometer Physics GmbH,
Meckenheim, Germany) and detected by a third HMR6 receiver. The local oscillator signal for
the HMR units is also generated by a slightly detuned output of the APSIN20G synthesizer. The
probes are previously aligned straight cuts of a WR10 waveguide tapered on the end directly in
contact with the skin fold of the study subjects. The outputs of the subharmonic mixer receivers
deliver the detected signals (reference, reflection and transmission) at an intermediate frequency
of fIF = 1.8 MHz that are sampled using a data acquisition unit (Handyscope HS4-10, TiePie
engineering, Sneek, Netherlands) at a sampling rate of 10 MHz. Finally, amplitude and phase
parameters of the digitized signals are acquired in real time through a multi-channel lock-in
amplifier implemented in LabVIEW software [31].

Let us note that, as differently from the system described in [23], the amplification stage
(low noise amplifier) used for the transmission signal (after the skin fold) was added for human
measurements (not included in setup used on animal models [27–29]) to compensate for human
tissue absorption. Also in line with our previous work using animal models [27–29], the pilot
diagnostic validation study used the amplitude of the detected signal after the skin fold of the
study subjects (transmission mode), since this parameter showed great potential for detection of
sustained hyperglycemic states in our previous experimental tests on mice.

3. Pilot validation diagnostic test: sample and measurement protocol

The pilot diagnostic assessment was carried out in collaboration with the Instituto de Investigación
Sanitaria of the Hospital Fundación Jiménez Díaz (Servicio de Endocrinología y Nutrición)
under a protocol study (Protocol code: FJD-ESPEC-DM-17-01) approved by the hospital’s
Ethics Committee (CEI/CEIm-FJD). The clinical procedures were conducted in accordance
with the ethical principles regarding human experimentation established in the Declaration of
Helsinki developed by the World Medical Association, the guidelines for Good Clinical Practice
of the International Committee of Harmonization, and the Spanish Law 14/2017, of 3 July, on
Biomedical Research. All the information related to the participants was processed according to
current personal data protection regulations.

Thirty subjects were recruited under informed consent after having understood about the
objectives and protocol of the pilot diagnostic validation study. Of the thirty subjects, twenty
subjects had been previously diagnosed of T1DM, while the remaining ten had never been
diagnosed with DM (healthy subjects). Two different types of metabolic control were equivalently
included within the group with T1DM: patients with good metabolic control (HbA1c < 7%) and
patients with poor metabolic control (HbA1c > 8%), according to their clinical records at the
time of the recruitment. The sample population related to the pilot diagnostic validation study is
summarized in Table 1.
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Table 1. Sample population evaluated.

Condition HbA1c Quantity

Control subjects without DM - 10

T1DM in good metabolic control < 7% 10

T1DM in poor metabolic control > 8% 10

The mean age of the study subjects was 47 years with a standard deviation of 14.8 years
(ranging from 25 to 79), the gender distribution was 60% women and 40% men, and the mean
body mass index (BMI) was 23.89 kg/m2 with a standard deviation of 3.44 kg/m2.

Only T1DM was considered in the pilot diagnostic validation test since it affects homogeneously
across the population, in contrast to type 2 DM which is more frequent in older adults. The
diagnostic criteria considered for inclusion of T1DM patients in the study were the following [2]:

a. The presence of cardinal signs of diabetes such as polyuria, polydipsia, and unexplained
weight loss, with plasma glucose ≥ 200 mg/dl or diagnosis of diabetic ketoacidosis.

b. Fasting plasma glucose (≥ 8 hrs) ≥ 126 mg/dl.

c. Plasma glucose ≥ 200 mg/dl after two hours in the oral glucose tolerance test (75g of
glucose).

d. HbA1c ≥ 6.5% (according to the National Glycohemoglobin Standardized Program and
standardized by the Diabetes Control and Complications Trial).

The exclusion criteria were diagnosis of type 2 DM or monogenic diabetes, pregnancy, severe renal
or hepatic insufficiency, poor short-term prognosis (< 6 months), treatment with glucocorticoids
or immunosuppressive medications, or those who had been hospitalized in the past three months.

The pilot diagnostic validation test was designed as a prospective study consisting of 3 visits
recorded within a period of 7 months, with 3 months between visits 1 and 2, and 4 months
between visits 2 and 3. The general outline of the pilot diagnostic validation test is summarized

Table 2. Summary of the pilot diagnostic validation test.

Visit 0
Recruitment (compliance assessment of selection criteria).

Supplementing informed consent forms.

Visit 1

Non-invasive assessment using the mm-wave spectrometer.

HbA1c test.

Blood analysis (clinical biochemistry).

Collection of physiological and anthropometric variables.

3 months

Visit 2

Non-invasive assessment using the mm-wave spectrometer.

HbA1c test.

Blood analysis (clinical biochemistry).

Collection of physiological and anthropometric variables.

4 months

Visit 3

Non-invasive assessment using the mm-wave spectrometer.

HbA1c test.

Blood analysis (clinical biochemistry).

Collection of physiological and anthropometric variables.
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in Table 2 indicating the tests carried out at each visit. At each visit, the study subjects were
non-invasively assessed to obtain their transmission W-band spectral profiles, and a HbA1c
test was done to measure their glycated hemoglobin values. HbA1c was measured by a D-100
hemoglobin testing system that uses smart High-Performance Liquid Chromatography (HPLC)
technology [32], and results were standardized to those of the diabetes control and complications
trial [33]. In addition, a blood analysis (clinical biochemistry), including clinical biomarkers
such as triglycerides, cholesterol, creatinine, liver transaminases, and hemoglobin content, was
collected at each visit, together with other physiological and anthropometric variables, such as
age, weight, height, body mass index, skin-fold thickness and blood pressure.

The visits were scheduled at regular medical appointments, and the study subjects were
non-invasively assessed using the mm-wave spectrometer under medical supervision at the
Hospital Universitario Fundación Jiménez Díaz.

As shown in Fig. 1, the non-invasive assessment was performed on a skin fold located in
the first interdigital space (between the thumb and index finger) of the right hand. The first
interdigital space was chosen because it is highly vascularized [34,35], the skin is relatively thin,
and it is a comfortable location to perform the measurement. In order to reduce arm movement
of the study subjects and to ensure their comfort during the non-invasive assessment, an elbow
support was incorporated to the structure of the W-band spectroscopic instrument (Fig. 1). The
complete measurement process, covering the 49 frequencies equally distributed over the W-band
takes around one minute. The measurement time is mainly limited by the control electronics
(signal generator and LabVIEW program for signal acquisition and processing) rather than the
W-band spectroscopic instrument.

Fig. 1. Photographs taken during the non-invasive assessment of sustained hyperglycemia
using the mm-wave spectrometer installed at the Hospital Fundación Jiménez Díaz.

Let us note that no special indications concerning the non-invasive assessment were given to
the participants, and all the patients always continued their medical treatments.

The output power of the signal generator was calibrated in the laboratory prior to its installation
in the hospital to obtain a flat frequency response at the transmission port (around 250 mV± 5
mV). Such calibration was carried out using a RF attenuator (17 dB) at the input of the AFM6
frequency multiplier to compensate for human tissue absorption and ensure a good dynamic
range. A separation of 1.8 mm between the probes of the W-band spectroscopic instrument was
fixed for calibration tests and to hold the skin fold of the study subjects during the non-invasive
assessments at the visits. It should be emphasized that in contrast to other non-invasive techniques
no pre-treatment of the hand or skin (washing, treatment with alcohol, etc.) has been undertaken
and the skin-waveguide contact pressure had insignificant impact on the results, as long as contact
was established.
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4. Data processing and statistical methods

The non-invasive assessment of study subjects consists of an analysis of the acquired transmission
spectral profiles at 49 frequency points equally distributed over the W-band, as described above,
using Functional Data Analysis (FDA) [36,37] for data post-processing. The FDA is a branch of
Statistics which is increasingly promoted in the field of applied spectroscopy since it allows to
analyze spectral data by considering the continuous intrinsic nature that generally characterizes
spectroscopic measurements, among other advantages [27,38,39]. In this sense, and prior to
the functional regression analysis, the collected spectra (raw data measured by the spectroscopy
instrument) given by{xijk : i = 1, . . . , N; j = 1, . . . , Ji; k = 1, . . . , m }, where N is the total number
of subjects, Ji the number of visits recorded for the i - th subject, and m the number of measured
frequency points, were used to approximate the continuous trajectories of the transmission
W-band spectral profiles (sample curves) {xij(f ) : i = 1, . . . , N; j = 1, . . . , Ji; f ∈ F}, where Fis
the frequency interval (75 GHz - 111 GHz). In other words, we want to approximate a set
of sample curves (as observations of a frequency-dependent function) that best describe the
measured spectra represented by vectors, in which the entries correspond to the frequencies
measured during the spectral interrogation. To this end, it is assumed that the sample curves
belong to a finite-dimensional space spanned by a basis {ϕ1(f ), ϕ2(f ), . . . , ϕp(f )}, so that they
can be expressed as follows:

xij(f ) =
p∑︂

l=1
ailϕl(f ). (1)

Then, considering that the collected spectra were measured with error (noise), and the underlying
frequency-dependent function is smooth, we use Penalized splines (P-splines) [40] for the
estimation of the sample curves. The P-splines were estimated using cubic B-splines as the
basis functionsϕl(f ) and with the basis coefficients ail computed by penalized least squares [41].
In the estimation of the P-splines a penalty term is added in the least square’s equation with a
smoothing parameter λ that defines the degree of smoothness in the approach. The λ value was
chosen using the Generalized Cross Validation (GCV) method [41,42] such that it minimizes the
averaged mean square error between the approximated sample curves and the collected spectra.

In general, the estimated sample curves are analyzed under two different approaches: non-
longitudinal, i.e., three functional regression models are estimated (one for each visit), and
longitudinal, i.e., all the sample curves are modelled simultaneously considering that the subjects
were assessed repeatedly over a given period (in our case 3 visits for 7 months).

For the non-longitudinal analysis of the sample curves (taking each visit separately), the
relationship between the transmission W-band spectral profile of the study subjects and their
HbA1c concentrations was modelled by scalar-on-function linear regression [36,43], with the
sample curves xi(f ) as the functional predictor and the HbA1c value as the scalar response
variable yi. The scalar-on-function regression model is then formulated as follows:

yi = α +

∫
F

xi(f )β(f )df + ϵi, (2)

where α is a scalar intercept, β(f )is the functional parameter of the regression model, and ϵi are
independent and identically distributed (iid) errors with zero mean. More complex methods,
involving supervised and unsupervised approaches, considered for longitudinal analysis are
briefly introduced below.

A Longitudinal Functional Principal Component Analysis (LFPCA) [44] was performed
to explore variability within the transmission W-band spectral profiles. The LFPCA is an
unsupervised statistical approach, based on the principle of the classical PCA, providing an easy
way to evaluate the Principal Components (PCs) of the variance contained in the sample curves.
The LFPCA takes into account the variability between different subjects (inter-subject variation),
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which is the standard variance considered for classical regression analysis, and the variability
within the sample curves coming from a same subject (intra-subject variation), i.e., how the
transmission W-band spectral profile of a specific subject changes over visits. Both sources of
variation (inter- and intra-subject) are decomposed in a set of PCs (as in classical PCA), and
the scores of the PCs can be used to look for natural clusters and to study longitudinal relations
to clinical variables of interest. In the LFPCA formulation, the longitudinal sample curves are
modelled by a functional random intercept and random slope model which is estimated using
different approaches, such as bivariate smoothing with P-splines, multiple linear regression with
interactions terms, spectral decomposition, Karhunen-Loève expansion, and best linear unbiased
prediction. For more details about the LFPCA theory and estimation, please refer to [44].

Finally, the relationship between the transmission W-band spectral profile of study subjects
and their HbA1c concentrations was also modelled by performing a longitudinal functional
regression analysis (supervised approach). To this end, two different longitudinal scalar-on-
function regression models were considered: Longitudinal Penalized Functional Regression
(LPFR) [45] and Longitudinal Functional Principal Component Regression (LFPCR) [46]. In
the LPFR, the longitudinal sample curves are modelled similarly to Eq. (2), but an additional
term is added to incorporate the intra-subject variability by scalar random-effects intercepts. In
contrast, the LFPCR model is based on LFPCA for variance decomposition of the longitudinal
sample curves, using the estimated scores from inter- and intra-subject variation as predictors.

All processing and analysis of the collected spectral data was made through the statistical free
software R project [47,48]. The processing of collected spectral data and the approximation
of the sample curves were performed using the “fda” package [49] and other codes developed
by the authors. The scalar-on-function linear regression was implemented using the “fRegress”
function also available in the “fda” package. The LFPCA [44], LPFR [45] and LFPCR [46] were
performed using the R codes provided by the authors in their corresponding publications.

5. Results and discussion

As described above, a sample population of 30 subjects was recruited and non-invasively assessed
using a mm-wave spectrometer at three different visits. The collected spectral data included
the W-band spectral profiles (transmission amplitude measurement) from 10 T1DM with poor
metabolic control (HbA1c > 8%), 10 T1DM with good metabolic control (HbA1c < 7%), and 10
healthy subjects without DM. After the 3 visits, a total of 83 spectral profiles were collected from
the study subjects (30 for visit 1, 27 for visit 2 and 26 for visit 3) along with the corresponding
HbA1c values. The collected spectral data were used to approximate the sample curves shown
in Fig. 2 by P-splines defined on 35 equally spaced knots over the W-band, with the smoothing
parameter λ = 0.3 chosen by the GCV method. Let us observe here that working with cubic
B-spline basis, the basis size (pvalue introduced in Eq. (1)) equals the number of knots plus 2.

The analysis of the sample curves shown in Fig. 2 is addressed using both unsupervised and
supervised approaches: first, the variability within the longitudinal sample curves is explored
considering inter- and intra-subject variations, then, a regression analysis is performed to study
the relationship between the transmission W-band spectral profiles and the HbA1c concentrations
using non-longitudinal (scalar-on-function linear regression) and longitudinal (LPFR and LFPCR)
methods. The main results obtained from both non-longitudinal and longitudinal analysis are
shown below.

5.1. Blind detection of hyperglycemia metabolism

The LFPCA was performed on the sample curves estimating the first four Principal Components
(PCs). A total of 95.8% of the variability in the W-band spectral profiles was captured, with a
54.8% related to the inter-subject variation and the remaining 41% related to the intra-subject
variation. Then, the estimated scores from inter-subject variation were used to look for possible
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Fig. 2. Estimated sample curves from amplitude spectra of the transmitted wave through
the skin fold of study subjects: healthy subjects that had never been diagnosed with DM
(dotted blue lines), T1DM patients in good metabolic control (dashed orange lines), and
T1DM in poor metabolic control (solid red lines).

natural clusters within the study subjects that might be related to sustained hyperglycemia,
typically associated with DM. The mean HbA1c values of study subjects from their recorded
visits are shown at the top of Fig. 3, with a boxplot displayed for each group: control subjects
without DM (blue), T1DM patients with poor metabolic control (red), and T1DM patients with
good metabolic control (orange). Similarly, at the bottom of this figure the scores corresponding
to the first PC corresponding to the inter-subject variation (44.7% of explained variance) from
the spectroscopic data are shown.

As depicted in Fig. 3, the scores estimated from the study subjects using the mm-wave
spectrometer show similar dispersion as those observed for their averaged HbA1c values,
allowing potential discrimination between healthy subjects and T1DM patients using the
proposed diagnostic. This blind discrimination achieved from an unsupervised experiment
suggests that our non-invasive instrument is able to detect changes in the metabolism of the study
subjects associated to T1DM.

On the other hand, no significant differences were observed between T1DM patients with poor
metabolic control (HbA1c > 8%) and those with good metabolic control (HbA1c < 7%). This
could be expected because the patients were not under special treatments or diet regimens; instead,
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Fig. 3. Boxplots by groups: glycemic control of healthy subjects (blue), T1DM patients
with poor metabolic control - HbA1c < 7% (red), and T1DM with good metabolic control
- HbA1c > 7% (orange), showing the mean HbA1c values of study subjects from their
recorded visits (at the top), and their estimated scores corresponding to the 1st PC from
inter-subject variation (at the bottom) from the spectroscopic data.

they were told to stick to their regular medical treatments. In this sense it is important to note
that such distinction (poor or good metabolic control) was assigned according to their clinical
records at the recruitment stage (and thus, before the measurements), so the actual metabolic
control of the patients may vary during the duration of the clinical trial.

Similarly, the estimated scores from intra-subject variation, capturing a total of 41% of the
variability within longitudinal sample curves, were used to study possible relations between the
evolution of the transmission W-band spectral profiles among visits and other collected clinical
variables, such as hemoglobin content, triglycerides, cholesterol, creatinine, liver transaminases,
age, weight, height, body mass index, skin-fold thickness and blood pressure. The variability of
the instrument itself has been inherently considered, but experience showed that the instrument’s
variability is very small as compared to other biological factors. Then, the Pearson’s correlation
coefficients of the clinical variables against the first four PCs were estimated by pairs, but no
significant correlations were found.

The results shown in Fig. 3 support that, similarly to the diagnosis of DM provided by the
HbA1c test (HbA1c ≥ 6.5%), the W-band spectroscopy has potential for non-invasive detection of
T1DM. However, the major aim of the pilot diagnostic validation study was to test the applicability
of W-band spectroscopy for monitoring sustained hyperglycemia. Such a task is addressed below
using both non-longitudinal and longitudinal scalar-on-function linear regression on HbA1c
values.

5.2. Linear relationship with glycated hemoglobin

The applicability of W-band spectroscopy for monitoring sustained hyperglycemia is tested by
performing scalar-on-function linear regression on the HbA1c concentrations from each visit
with the corresponding estimated sample curves as functional predictor. In Fig. 4 is shown the
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Fig. 4. Scatterplots showing the HbA1c concentrations versus predicted values by the
spectrometer diagnostic at each visit. Healthy subjects without DM and T1DM patients are
identified by blue circles and red triangles, respectively.

best fit achieved for HbA1c concentrations at each visit. In order to get the best fit, the functional
parameter of the regression models was estimated considering different number of basis functions
(cubic B-spline basis functions) for each visit (visit 1= 19, visit 2= 21, and visit 3= 18). It
should be mentioned that two sample curves had to be excluded from the regression analysis
because their HbA1c values were missing, leaving a total of 81 observations in the regression
analysis: 29 subjects for visit 1 and 26 subjects for visits 2 and 3.

As displayed in Fig. 4, the achieved proportion of variance explained of the HbA1c concentra-
tions by the functional regression models (R-squared value) varies among visits, with the best fit
(R-squared= 0.9) obtained on the last visit. The significant difference of the R-squared value
observed between the last visit and the first two visits implies that there are uncontrolled factors
involved in the non-invasive assessment that strongly affects the HbA1c value prediction. Such
variation in the obtained results might be caused by changes in the calibration of the spectroscopic
instrument (recalibration between visits with 3 months in between), or changes in metabolism
of the study subjects between visits (within-subject variation among visits). Besides this, other
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interferences in the non-invasive assessment such as physiological, environmental or instrumental
noise cannot be dismissed. Nevertheless, the results of the last visit clearly indicate that a good
linear relation can be achieved between the transmission W-band spectral profile and the HbA1c
concentration.

Finally, longitudinal functional regression was considered to assess whether the within-subject
variation is related to the sustained hyperglycemia condition, i.e., all the 81 observations were
modelled simultaneously by the regression model. Two different longitudinal scalar-on-function
regression models (LPFR and LFPCR) were estimated to measure the relation between the
transmission W-band spectral profiles and the HbA1c value. The main difference between the
LPFR and the LFPCR approaches is that the first one directly models the sample curves by
estimating a functional parameter and the second one (score-based approach) is based on the
variance decomposition estimated by the LFPCA (inter- and intra-subject variation). The LFPCR
model was estimated by considering the first three PCs with a cumulative explained variance of
95.4% (53.4% of inter-subject variation and 42% of intra-subject variation).

In Fig. 5 we show a scatter plot of the measured HbA1c values against the predicted values by
the fitted LPFR model. As it can be seen, the LPFR model provides an excellent fit of the HbA1c
values measured from all visits, with a R-squared value of 0.98 and a root mean square error
(RMSE) equal to 0.24. We would like to stress that this result has been achieved by considering
only the W-band spectral profile as a functional predictor variable, i.e., no other clinical variables
were considered or used in the model estimation.

Fig. 5. Scatterplot showing the HbA1c values versus provided values by the spectrometer
diagnostic. Healthy subjects without DM and T1DM patients are identified by blue circles
and red triangles, respectively.

The improved R-squared value indicate that intra-subject variation is also partly related to the
hyperglycemia condition, significantly improving the regression analysis for all the study subjects.
These are very promising results and indicate that the transmission W-band spectral profile
acquired by the mm-wave spectrometer has great potential for non-invasive T1DM monitoring,
being strongly related to the biomarker of HbA1c test. Such relation was validated by the
LFPCR model estimated from the same sample curves. The comparison of the performance
of both models can be seen in Table 3. An excellent fit is also achieved by the LFPCR model
(scores-based approach) with very similar results, achieving a R-squared equal to 0.98 and a
RMSE equal to 0.23. The consistent results obtained from the two different estimation methods
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clearly demonstrate the potential of the proposed approach. The excellent linear relationship
between the transmission W-band spectral profile and the HbA1c concentration supports the
usefulness of W-band frequencies for diagnosis and monitoring of sustained hyperglycemia
typically associated with DM. It should also be emphasized here that the healthy subjects can be
fully distinguished from the T1DM patients. The only slight overlap can be observed at a HbA1c
value of 5.5 where the predicted values are around 6 as compared to the measured value and the
results for the healthy subject and T1DM patients overlap.

Table 3. Results obtained from the fitted
longitudinal models.

Model R-squared RMSE

LPFR 0.98 0.24

LFPCR (scores-based) 0.98 0.23

6. Conclusions

In this study, a clinical diagnostic validation was carried out testing the applicability of W-band
spectroscopy for a novel non-invasive diagnostic tool monitoring sustained hyperglycemia,
typically associated with DM. A group of 30 subjects (20 T1DM and 10 control subjects) was
non-invasively assessed using a mm-wave spectrometer at three different visits during a period of
7 months. A non-invasive assessment was performed directly on a skin fold located in the first
interdigital space of the right hand. Besides the non-invasive assessment, subjects underwent a
HbA1c test (glycated hemoglobin) at each visit to monitor their levels of sustained hyperglycemia.
A set of 83 sample curves (P-splines), approximated from raw data, was used to analyze the
W-band spectral profiles of study subjects within the FDA framework.

First, the variability in the sample curves was explored by performing a LFPCA (unsupervised
analysis) to look for natural clusters within the study subjects according to their condition. A key
research finding was that the first component capturing most of the inter-subject variation (with
a 44.7% of explained variance) provided potential discrimination (blindly) between diabetic
and non-diabetic patients. Such discrimination shows that the inter-subject variation within the
W-band spectral profiles is mostly related to the presence of T1DM in subjects. This suggest that
the non-invasive approach can be used for instantaneous diagnosis of DM.

A second analysis was conducted on sample curves to test the relationship between the
transmission W-band spectral profiles and the HbA1c values by scalar-on-function linear
regression models, considering non-longitudinal and longitudinal methods. Firstly, the sample
curves approximated from each visit were analyzed separately (non-longitudinally) performing
scalar-on-function linear regression. The obtained results provided evidence that a good linear
relation can be achieved between the transmission W-band spectral profile and the HbA1c
concentrations, but the model fit (R-squared) is considerably affected among visits decreasing
from 0.9 to 0.68. This suggest that there are uncontrolled factors introducing changes in
the W-band spectral profile of subjects among visits (intra-subject variation) that need to be
considered in the regression analysis.

Finally, in order to study whether the intra-subject variation is partly related to the sustained
hyperglycemia condition, such intra-subject variation was included in the regression analysis
by estimating two longitudinal regression models, LFPCR and LPFR, which are based on two
different approaches. The fitted models provided excellent results achieving a R-squared equal to
0.98 with a RMSE equal to 0.23.

All the obtained results are very promising since they demonstrate that the measured W-band
spectral profiles (transmission amplitude measurement) can be employed as an excellent indicator
for sustained glycemia in humans, closely related to the HbA1c value. The blind identification of



Research Article Vol. 12, No. 8 / 1 August 2021 / Biomedical Optics Express 5020

subjects exhibiting diabetic and non-diabetic states, together with the strong relationship between
the HbA1c values and the measured spectra, are clear experimental evidence supporting that
W-band transmission spectroscopy can potentially be used for in-vivo and non-invasive detection
and monitoring of sustained hyperglycemia in humans.

The results presented in this paper might pave the way for the development of a novel generation
of instruments for non-invasive diagnosis and monitoring of sustained hyperglycemia. Then, the
next step in this research line is to validate the achieved relation between the W-band spectral
transmission assessment and the HbA1c concentration through the realization of more clinical
studies involving larger number of subjects. A more in-depth study will also be carried out to
specifically identify factors influencing the intra-subject variability to improve the consistency of
the non-longitudinal linear regression analysis. Finally, it is also intended those measurements in
the following clinical study will be performed fusing a preliminary Point-of-Care (POC) version
of the W-band spectroscopic instrument.
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